
 
OMNIDEX Server Setup Guide for MPE/iX

 

The OMNIDEX Server Setup Guide describes how to: 

� Restore software onto a system from the enclosed media 

� Set up the software for operation under MPE/iX 

� Update, convert and switch existing installations from previous 
versions of OMNIDEX 

  Documentation conventions 
In this manual, generic values are printed in italics. For example, in 
file.group, file could represent any file, and group could represent any 
group. Also note that the term “enter” means to type a value and press 
the [Return] or [Enter] key. 
 

  Other documentation that may be required 
In addition to the OMNIDEX Server Setup Guide, all additional 
information should be found in the OMNIDEX on-line help files 
included on the software CD. 
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Operating system and database 
requirements 

Operating system version 
MPE/iX version 5.5 or later is required to support OMNIDEX version 3.8.  Refer 
to http://www.dosc.com/support for further information on supported 
platforms.  

To determine the MPE/iX version, enter the following at the MPE/iX command 
prompt: 

 showvar hpversion 

TurboIMAGE version 
TurboIMAGE C.04.03 or later is required to support OMNIDEX.  

To determine the TurboIMAGE version: 

1.   Run the TurboIMAGE Query program from the MPE/iX command prompt: 
 run query.pub.sys 

2.   Enter the version command. 
 version 
The version number will be listed under the heading TurboIMAGE Overall VUF. 

MPE/iX network services 
In order to access OMNIDEX Client applications such as the OMNIDEX ODBC 
driver or Query Perfect, you need to be running MPE/iX Network Services. To 
determine if your MPE/iX system is properly setup and configured, enter the 
following at the MPE/iX command prompt: 

nscontrol status=services 

Look for the presence of VTSERVER under the SERVER column of the listing. 

Additionally, the OMNIDEX network aware products such as ODBC require 
that one or more OMNIDEX Network Servers (ODXSRVR) processes be running 
to handle the communications. Instructions on setting up the ODXSRVR process 
are contained in the on-line help file included on the OMNIDEX CD.  

http://www.dosc.com/support
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Before you begin 
Prior to beginning the OMNIDEX Server Setup: 

� Required reading is contained in the README section of the 
OMNIDEX.chm  online help documentation on the software 
CD that may effect your application functionality.  Read this 
to assure continued successful operation of all OMNIDEX 
applications. 

� Verify your MANAGER.SYS password. You will need to be 
logged on as MANAGER.SYS to perform the steps in the setup 
process. 

� In order to perform the installation using the SETUP program, 
you may need to enter the licensee codes affixed to the last page 
of this document.  If no codes are attached, the update being 
performed should not require new licensing.  If codes are 
included, please verify the CPU name and HPSUSAN number 
shown on the activation code label.  To do so, do the following 
showvar commands on the intended installation machine: 
showvar hpcpuname 
showvar hpsusan 
If either one is incorrect, contact DISC Technical Support during 
regular business hours at (303) 444- 6610 for a corrected code. If 
an error is discovered after business hours, use the attached 
Emergency Activation Code (located on the separate colored 
document) to temporarily activate the software and contact 
DISC on the next business day. Note that the Emergency 
Activation code is time sensitive.  If the Emergency Activation 
code will be required for the installation and has expired before 
installation of the software, contact DISC during normal 
business hours for an extended temporary license. 

The software installation process is safeguarded to allow the current 
OMNIDEX production software to continue to run successfully while 
testing the new version.  DISC Technical Service staff encourages 
installation during regular DISC office hours. 
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Software Update Checklist 
Use this checklist to track the progress through the successive pages of the install 
guide.  Upon failure at any step, fax this sheet and phone support at the earliest 
regular DISC office hours.  The bolded steps below corresond to the required 
installation steps in the successive pages. 

 
___________1. Software Installation: load the OMNIDEX software onto the system. 

a. Follow the readme file instructions on the CD or on the following page to ftp the 
software file to the pub group of your sys account (for a CD installation) or follow 
the steps to install from tape. 

b. Validate the characteristics of the file 
i. Listf odx30803.pub.sys,2  

Enter the number of records_________ 
ii. Listf odx30803.pub.sys,3 

Enter the file code: _________ 
c. Created date and time stamp should coincide with the date and time of the file 

transfer in FTP 
  2. CD installation or Tape installation Restore SETUP@ 
  3. Validate the presence of the setup program 

LISTF SETUP@.PUB.SYS,2 
There should be two files, SETUP, a NMPRG file and it’s auxiliary file SETUPAUX. 

 4. Run SETUP 
 5. Set the OMNIDEX system level variables for the test account. 
 6. Test the new OMNIDEX server software. 

a. Convert one database. 
b. Test with various applications. 

 7. Create installation jobs and environment source files for your OMNIDEX installed 
databases.  

 8. Restore the software into the production account, DISC 
 9. Set the OMNIDEX system level variables for the production account 
                __  10. Convert databases indexed with a previous version of  
  OMNIDEX 
__                  11.  Run Omniutil.pub.disc308 
  Choose About Omniutil off the main menu. 

The version OmniUtil is linked with is the first XLOMNIDX, the second XLOMNIDX version 
is XLOMNIDX.PUB.SYS.  

                 __   12. RUN TPIXLCFG.UTIL.  Repeat step 11 above.  The two lines should both reflect the 
appropriate version and both say XLOMNIDX.PUB.SYS. 

___________13. Verify versions 
a. VERSIONS.UTIL.DISC308 

Enter the version displayed _________ 
  b.   Dbinstal.pub.disc308 

      Database name: 
      Command: V 
      Enter the kernel version displayed _________ 
      Enter the database installed version and date_______________  

mailto:SETUP@.PUB.SYS,2
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 Software Installation 

The SETUP program should be used to automatically create or update 
the DISC308 and restore the OMNIDEX software and support programs: 

 
 

 

For DISCvrr, substitute DISC for a production installation, 
or DISCvrr for an update installation, where vrr represents 
the version and release level (DISC308, for example) 

 

CD installation 
The MPE directory on the software CD has the STORE file needed to 
begin the SETUP procedure on the HP 3000.  It will be necessary to use 
FTP to do a binary put to upload the required software similar to the 
below command sequence which was performed at the DOS prompt of 
the PC with the CD drive: 

 

ftp hp3000name  

username: manager.sys1 

password: password 

binary 
put x:\MPEIX_Server\odx30802 odx30802.PUB.SYS;code=2501;rec=128,,f,binary 

(where x is the name of the CD drive on your PC) 

bye 

When you logon as MANAGER.SYS1, do the below 'file' and 'restore' 
commands.  Afterwards proceed with the normal installation 
instructions in this guide. 

 

:FILE DISCTAPE=odx30802.PUB.SYS;DEV=DISC 

:RESTORE *DISCTAPE;SETUP@.PUB.DISC@;LOCAL;SHOW   
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Tape installation 
This section explains how to restore the software from a tape and run 
SETUP. After you have restored the software and run SETUP, you will 
be directed through the appropriate steps to complete the installation.  
 
The SETUP program should be used to automatically create or update the 
DISC308 and restore the OMNIDEX software and support programs: 

1.   Sign on as MANAGER.SYS. 1: 

HELLO MANAGER.SYS,PUB 
 

2.   Mount the enclosed media on the appropriate device.  

3.   Restore the SETUP program file, as well as the SETUPAUX help 
and message file, to PUB.SYS: 

FILE T;DEV=tape  
RESTORE *T;SETUP@.PUB.DISC@;LOCAL;SHOW 

In the above FILE command, tape is the device number or device 
class of the tape storage device at your site. A tape request 
prompt may appear on the console. Answer the prompt to 
restore the SETUP files. 

4.   Remount the storage medium to online; as it will be needed 
again. 

Running SETUP 
 

1. Run SETUP by entering: 

RUN SETUP 

An introductory screen with a dialog box appears. Use the cursor keys on your 
terminal to highlight the ( OK ), then press [Return]. The Main Menu appears: 

 
1The SETUP program requires System Manager (SM) capability because it will create an account and group to 
contain the needed files 
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Select any menu item by highlighting it and pressing [Return]. For help press [f1]. 

 4����������������������������������������������������������������������������:  
 �Date: 05/02/03         Omnidex Software Installation          Version: 3.08 �  
 �                  Dynamic Information Systems Corporation     (c) DISC 2003 �  
 $����������������������������������������������������������������������������6  
                                                                                 
 
           4Main Menu����������������������������������������:                   
           �1. Create account structure and restore files    �                   
           �2. View release notes and new features           �                   
           �3. Show system information (for support)         �                   
           �4. Show product information (for support)        �                   
           �5. Product licensing                             �                   
           �6. About SETUP                                   �                   
           �7. Exit the SETUP system                         �                   
           $�������������������������������������������������6                   
                                                                                 

 To clear messages from the console to make SETUP's menus more readable, press 
[f7], Refresh. 

 

  2.   Select 1. Create account structure and restore files. 

If SETUP detects a valid production Omnidex registry file, ODXREG, it will not prompt 
for new codes and the existing production software will not be affected.  The prompting 
sequence will skip to step 5 below. 
 
If you currently have temporary licensing codes or are updating to a release which 
requires re-licensing, the prompts will continue as shown below. 

 
3.  The SETUP program prompts for the location of the OMNIDEX registry file.  
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Please enter the location of the OMNIDEX registry file 
at the following prompt. 
Default location [PUB.SYS]: 

Pressing [Return] creates the ODXREG registry file in the group and account where 
you logged on. (This should be PUB.SYS.)   The presence of the system variable 
OMNIDEX_REG (e.g. SETVAR OMNIDEX_REG ‘ODXREG.PUB.DISC308’) will 
overwrite the default location. 

The OMNIDEX registry file contains important information that allows for 
software functionality on this unique machine.  

4.  SETUP prompts you for the licensing information from the sticker affixed to 
the last page of this manual. Enter the licensing information at the appropriate 
prompt and press [Return]. For example: 

 Licensing code :McNnbsBpTMBYK 
 Activation key :MUMJ7M 
 Licensee Name  :My company's name 

Be certain to enter licensing information exactly as it appears on the sticker affixed to the 
last page of this manual. Type capital letters (like G) as such and lower case letters (like 
g) as such. 
The license code determines the DISCvrr that SETUP creates based on the type of 
license for the software on the tape: DISC for production or DISC308 for update 
installations (where vrr is the OMNIDEX version). 

SETUP creates the licensing file named ODXREG in the location you 
specified in step 3, above. 

 5.  SETUP then shows you the name of the account to which it will 
restore the software. Highlight ( OK ) and press [Return] to continue 
with the installation. If you want to install to a different account, 
highlight ( CHG ACCT ), press [Return] and enter the account to which 
you want the software restored. 

6.  A menu appears, as shown below, that lets you select the storage 
device from which you are loading the OMNIDEX software. 
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1. DAT Tape      (Device Class = DTAPE)  
2. REEL Tape       (Device Class = TAPE) 
3. Cartridge Tape (Device Class = CTAPE) 
4. Device 7 (LDEV 7)                       
5. Device 8 (LDEV 8)                       
6. Device 9 (LDEV 9)                       
7. Enter a Device Class or Number.     
8. Return to the Main Menu.            

Select the storage device, as defined on your system, where the 
OMNIDEX storage medium is mounted. When you press [Return], 
SETUP reports that it is restoring the DISC308 and all the required 
groups. This actually creates the DISC308 (or updates it if it already 
exists). 

A window, which contains a bar graphic and a percentage value, shows 
the progress of the account structure creation. 

Follow any instructions in the window at the top half of your screen. For 
example, when SETUP copies the software files, it tells you to check the 
console for a tape request. 

Next, SETUP copies the software files onto your system. A window with 
a revolving cursor appears while the files are being restored. Wait for 
SETUP to issue further instructions. 

7. If SETUP finds an existing XLOMNIDX in PUB.SYS, it displays a 
message to that effect in a dialog box.  

a.   To install OMNIDEX for production or as a first-time 
installation, choose ( OK ). 

 —or — 

b.   To install OMNIDEX so that you can test the new version 
before committing it to production, choose (Cancel). 

 If you overwrite XLOMNIDX.PUB.SYS, you must immediately convert all 
databases installed with previous releases of OMNIDEX version 3 to the latest 
version of OMNIDEX. For more information, see “Appendix A: Notes for update 
installations.”  This does not affect version 2 installations. 
You cannot overwrite XLOMNIDX.PUB.SYS if it is currently active. 
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 8.  When OMNIDEX is loaded on your system, a message appears in a 
window at the top of your screen: 

The DISC account structure has been 
successfully created. See the SETUPLST file for 
a listing of the restored files. 

 
You can view the SETUPLST file and check it against the STORE listing 
that accompanies your software tape to verify that all files were copied 
successfully. 

Press [f8] to exit the Create account structure and restore files 
menu. Then press [Return] at the Exit SETUP? screen to exit SETUP. 

 

Once the media files are loaded, there will be several new files in the 
DOC group of the DISCvrr account.  As of version 3.07.02, the following 
list of files are now kept in the doc directory of the distribution cd.  If 
you did not receive your software on the cd format, you may request 
these files from the DISC Technical Support group.   

Files removed: 
files 
fixes 
nsfixes 
versions 
These files include patch information, fixes, new features and 
information previously contained in the Software Bulletin. See the 
README.DOC file for more details. 
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Completing Software Installation 

Step 1:  TPI Enabled Databases 

If you have databases enabled with TPI for previous versions of OMNIDEX, 
testing of the new software cannot be against TPI-enabled databases. When 
accessing TPI-enabled databases, OMNIDEX programs must use the same 
intrinsic library (XLOMNIDX.PUB.SYS) that TurboIMAGE uses. Otherwise, 
OMNIDEX programs cannot recognize the internal tables of OMNIDEX keys 
created by TurboIMAGE’s TPI-based call to DBIOPEN.  

 

 
 Executing the TPIXLCFG utility as shown below, re-links the DISC utilities to 

XLOMNIDX.PUB.SYS.  Therefore, do not perform this step until the desired 
XLOMNIDX version has been copied to PUB.SYS.  

1.  If you are going to use the Standard TurboIMAGE Interface to Third 
Party Indexing (TPI), use the TPIXLCFG.UTIL.DISCvrr command file to 
make the DISC utilities reference the XLs necessary for TPI.  You MUST 
be signed on as MGR of the new DISCvrr account.  Enter: 

TPIXLCFG.UTIL 

Here is a sample session using the TPIXLCFG command file: 
Please choose which XLOMNIDX you wish the DISC 
utilities to use: 
1)XLOMNIDX.PUB.SYS (If you have ANY TPI enabled 
databases) 
2)XLOMNIDX.PUB (If you have ONLY non-TPI enabled 
databases) 
3)Quit without changing files. 
 
Enter Option number: 1 
ALTPROG.UTIL“OADRVR.UTIL “  
“XL=’XLOMNIDX.PUB.SYS, ORACLEXL.PUB'" 
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Note that the Oracle XL is in the XL path. This has no affect if you are 
using TurboIMAGE only. 
 

Step 2:  Setting OMNIDEX System variables for your 
account (for all installation types) 
 
 

2. Log on as MANAGER.SYS.  

HELLO MANAGER.SYS 

3. Add these lines to the SYSTEM UDC file to set a system-wide logon 
UDC that directs users to OAGLOBAL: 

**** 
LOGIN 
OPTION LOGON 
SETVAR OAGLOBAL "OAGLOBAL.PUB.DISC308" 
SETVAR OMNIDEX_REG “ODXREG.PUB.SYS” 

If there already is a system-wide logon UDC, just add the above lines to 
the top of the SYSTEM UDC to direct users to OAGLOBAL and the 
OMNIDEX registry. 

4. Copy XLOMNIDX.PUB.DISC308 to XLOMNIDX.PUB.SYS if you are 
ready to put this new version of OMNIDEX software into production. 

a. If this is a software update, and you would like to test your 
applications against the new version of XLOMNIDX before 
copying it to your production account, do NOT do the above 
copy.  Instead, set the DISC_XLNAME environment variable 
before testing.  For example: 
SETVAR DISC_XLNAME “XLOMNIDX.PUB.DISC308” 

b. Also, if this is a software update, the OMNIDEX libraries will 
need to be placed correctly.  See “Appendix C: Placing 
OMNIDEX Libraries” for complete information about placing 
the OMNIDEX XLs. 
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XL.OW.DISC308 and XL.OQ.DISC308 will also honor the DISC_XLNAME variable. 

5.  If desired, and you are not in a testing mode (updating) enable 
your database for TPI. 

 

The OMNIDEX software installation setup is complete.  OMNIDEX 
software is now available for use. 

If you are a first time user of Omnidex please consult the Omnidex on-
line manual for help on designing, creating and installing Omnidex 
indexes. 

Exsisting customers who a re updating to a new version  proceed to the 
next step. 

 

Step 3: Testing the new OMNIDEX software 
To test the new software, you will need to convert a database to the test 
version of OMNIDEX. Select a database and follow the conversion steps 
in “Appendix D: Converting databases from previous versions.” 

 

 

Before beginning the update installation, please read “Appendix A: Notes for 
update installations”. 

 

When your testing cycle is complete, proceed to "Step 5: Creating instal-
lation jobs and environment source files" below. 

Step 4: Creating installation jobs and environ-
ment source files 
1.   For each OMNIDEX installed database, log on as the database 

creator and generate a current installation job.  During the 
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conversion process, the opportunity to create a new 
INSTALLATION (IN) job will be offered.  It is highly recommended 
that a current IN job be created and saved. 

2.   If an OMNIDEX environment catalog is being used, recompile it 
with the updated version of OMNIDEX  

3.   If using an OMNIDEX version 3.04 or later, use  
OADECOMP to create an updated environment source file. 

4.   Verify a tape backup of the current OMNIDEX production account 
exists. 

Step 5: Restoring OMNIDEX software into produc-
tion account 
After the newest version of OMNIDEX has been tested with your appli-
cation programs, it is recommend that the update software be restored to 
the DISC production account by performing these steps:  

For DISC308, substitute the update account name, where 308 represents 
the version and release level of the software (disc308, for example). 

1.   Log on as MANAGER.SYS: 

HELLO MANAGER.SYS,PUB 

2.   If the SETUP.PUB.SYS file does not exist, restore the SETUP pro-
gram file, and the SETUPAUX help and message file, to 
PUB.SYS: 

FILE T;DEV=tape  
RESTORE *T;SETUP@.PUB.DISC@;LOCAL;SHOW 

In the above FILE command, tape is the device number or device 
class of the tape storage device at your site. A tape request 
prompt may appear on the console. Answer the prompt to 
restore the SETUP files. 

3.   Run SETUP by entering: 

RUN SETUP 

An introductory screen with a dialog box appears. Use the 
cursor keys on your terminal to highlight ( OK ), then press 
[Return]. The Main Menu appears. 
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4.   Select 1. Create account structure and restore files 
from the main menu. 

5.   SETUP then shows the name of the account to which it will 
restore the software. To restore the software to your DISC 
production account, highlight ( CHG ACCT ); press [Return]; 
and enter the name of the production DISC account. 

6.   A menu appears, as shown below, that lets you select the storage 
device from which you are loading OMNIDEX. 

  1. DAT Tape      (Device Class = DTAPE)  
  2. REEL Tape       (Device Class = TAPE) 
  3. Cartridge Tape (Device Class = CTAPE) 
  4. Device 7 (LDEV 7)                       
  5. Device 8 (LDEV 8)                       
  6. Device 9 (LDEV 9)                       
  7. Enter a Device Class or Number.     
  8. Return to the Main Menu.            

Select the storage device, as defined on your system, where the 
OMNIDEX storage medium is mounted. When you press 
[Return], SETUP tells you that it is restoring the DISC308 and all 
the required groups. This actually creates the DISC308 (or 
updates it if it already exists). 

A window, which contains a bar graphic and a percentage value, 
shows the progress of the account structure creation. 

   Follow any instructions in the window at the top half of your 
screen. For example, when SETUP copies the software files, it 
tells you to check the console for a tape request. 

Next, SETUP copies the software files onto your system. A win-
dow with a revolving cursor appears while the files are being 
restored. Wait for SETUP to issue further instructions. 

7.   If SETUP finds an existing XLOMNIDX in PUB.SYS, it displays a 
message to that effect in a dialog box.  
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To install OMNIDEX for production or as a 
first-time installation, choose ( OK ). 

If you overwrite XLOMNIDX.PUB.SYS, you must immediately convert all databases 
installed with previous releases of OMNIDEX version 3 to the latest version of 
OMNIDEX.  

 
8.   When OMNIDEX is loaded on your system, a message appears 

in a window at the top of your screen: 
The DISC account structure has been successfully 
created. See the SETUPLST file for a listing of 
the restored files. 

You can print the SETUPLST file and check it against the STORE 
listing that accompanies your software tape to verify that all files 
were copied successfully. 

9.   Press [f8] to exit the Create account structure and restore 
files menu. Then press [Return] at the Exit SETUP? screen to 
exit SETUP. 

10. Press [f8] to exit the Create account structure and restore 
files menu. Then press [Return] at the Exit SETUP? screen to 
exit SETUP 
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Appendix A: Notes for update 
installations 

When SETUP installed the OMNIDEX update software, it automatically 
copied the software to an account different from your current 
OMNIDEX production software. It named this account DISCvrr (where 
vrr is the version of the update software). This lets you test the new 
software before moving it to your production DISC account. 

The following sections discuss a few key points about moving the files 
necessary to convert to OMNIDEX version 3.08.xx.  Please review these 
issues before converting the databases and applications. For a more 
detailed discussion about OMNIDEX, see the OMNIDEX ImagePlus 
Administrator's Guide. 

Replacing OMNIDEX libraries 
Before programs can reference the new OMNIDEX version 3 XLs, you 
must remove existing OMNIDEX XLs and SLs, as well as SL segments or 
XL modules from the group level or PUB level libraries of the 
application accounts. 

If you copied the OMNIDEX XLs or SLs to your application accounts, 
simply purge the SLs and XLs and copy new libraries from the DISC308 
account.  

For DISCvrr, substitute the update account name, where vrr represents the 
version and release level of the software (disc308, for example). 

 If you added the OMNIDEX procedure segments and 
modules to existing SLs and XLs, modify and run either of 

the following jobs to remove the OMNIDEX SL segments or XL modules 
from your libraries: 

If converting from version 3 use: 
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CLEANSL3.JOB.DISCvrr  removes switch stub SL segments for  
OMNIDEX version 3. 

CLEANXL3.JOB.DISCvrr  removes Call Conversion XL modules 
for OMNIDEX version 3. 

These jobs are template files that do not log onto a specific account. You 
can either modify and stream these jobs to access your application 
accounts and libraries, or use them as a reference when manually remov-
ing procedure segments and modules. 

Special OmniWindow/OmniView consid-
erations 
OMNIDD databases 
If you created any OMNIDD data directories for use with OmniView or 
OmniWindow, you must convert them to the latest version of 
OMNIDEX before you can run OmniView or OmniWindow against 
them and the OMNIDEX databases they point to. You can convert the 
databases with OmniUtil, as described in “Converting from version 3,” 
or by accessing them with OmniLink, which converts them 
automatically. 

  OmniWindow configurations 
If you configured your OmniWindow applications (the TaskMgr activation key, 
window colors, and the refresh string for QUICK, for example) you must 
reconfigure OmniWindow after you’ve installed the new OMNIDEX software. 
OmniWindow configurations are stored in XLOMNIDX.PUB.DISCvrr and are 
lost when your existing XLOMNIDX is overwritten by the new one. 

For information about configuring OmniWindow, see Chapter 5 of your 
OmniWindow Administrator's Guide. 
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Appendix B: OMNIDEX Client issues 

� OMNIDEX version 3.8.02 requires OMNIDEX Client version 
3.3.00.  

� For information about updating OMNIDEX Client from 
previous versions, see the on-line help files.  

� There are 4 new files in the util group that pertain to java for 
mpe.  The script ODXJAVA must be run first to create a 
directory in the posix shell.   Then copy 3 files to that directory.  
The 'lib' (lowercase) directory will be created in the PUB group 
of the 'Omnidex' account.  The account could be DISC, DISC308, 
etc.  The following files are then copied: 

 

ODXJAR.UTIL to /Omnidex Account/PUB/lib/Omnidex.jar 

ODXJNI.UTIL to /Omnidex Account/PUB/lib/libodxcljni.sl 

ODXOAS.UTIL to /Omnidex Account/PUB/lib/libOASwitch.sl 

 

This same utility can be used to create the directory and files for the first 
time or for update. 
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Appendix C: Placing OMNIDEX 
Libraries 

This section briefly discusses some guidelines for placing XLs. For a 
more detailed discussion about placing OMNIDEX version 3 XLs and 
SLs, see Appendix C of the OMNIDEX ImagePlus Administrator’s Guide. 

The Intrinsic library 
The OMNIDEX intrinsics (such as ODXFIND, DBIGET, and OAQUAL-
IFY) reside in the XL file, XLOMINDX. This file can be accessed locally 
for testing in the DISC account (e.g., disc308, henceforth referred to as 
DISC) or in the production location, PUB.SYS. 

Any program calling the OMNIDEX intrinsics and accessing a TPI- 
enabled database MUST use XLOMNIDX.PUB.SYS. The OMNIDEX 
utilities may be relinked with XLOMNIDX.PUB.SYS with the command 
script TPIXLCFG.UTIL.DISC. If the database is enabled for TPI, the 
utilities MUST be relinked to use XLOMNIDX.PUB.SYS. If a program is 
linked incorrectly, it may run but will receive an error when it accesses 
the OMNIDEX indexes. 

Any application program using OMNIDEX intrinsics against a TPI-
enabled database will need to be run with XLOMNIDX.PUB.SYS or run 
with the OMNIDEX switchboard library, XL.PUB.DISC. TPIXLCFG 
automatically relinks the OMNIDEX utility programs in the DISC 
account, but does not relink any site-specific application programs. 

 

Any program calling the OMNIDEX intrinsics and accessing a database 
that is NOT enabled for TPI may run through either 
XLOMNIDX.PUB.DISCvrr or XLOMNIDX.PUB.SYS. However, if you 
have any TPI-enabled databases on your system, for consistency it is 
recommended that all programs run through the production library, 
XLOMNIDX.PUB.SYS. 
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  Any program running through SL.PUB.DISCvrr (switch stubs) or 
XL.PUB.DISCvrr (switchboard) will automatically by default resolve 
through XLOMNIDX.PUB.SYS. If you are NOT accessing a TPI-enabled 
database, you can redirect the programs to XLOMNIDX.PUB.DISCvrr by 
setting a system variable. This is useful in a test environment. For 
example: 

SETVAR DISC_XLNAME "XLOMNIDX.PUB.DISCvrr" 

Lastly, programs that call the TurboIMAGE intrinsics directly will run 
through XL.PUB.SYS as usual. If the database is TPI-enabled, 
XL.PUB.SYS will load XLOMNIDX.PUB.SYS as needed for index access. 
Your program does not need to be directly linked with XLOMNIDX. 

The Call Conversion library for automatic 
index maintenance 

If you are using TurboIMAGE version C.04.03 or later, and you enable 
your databases for Third Party Indexing, you are not required to run 
TurboIMAGE applications through call conversion to automatically 
maintain your indexes. 

However, if you are on an earlier version of IMAGE, or your databases 
are not enabled for Third Party Indexing, your programs must reference 
the most current Call Conversion library, XL.PUB.DISCvrr. 

If you are performing an update installation, check to see if you have, in 
previous installations, copied programs, like QUERY.PUB.SYS, to the CC 
group of the DISC account and run them with LIB=G to resolve through 
the Call Conversion library. For OMNIDEX version 3, you can do either 
of two things: 

1.   Move such programs to PUB.DISCvrr and change your UDCs 
and job files to reference the new location and run with the new 
libraries (e.g., LIB=P) 

2.   Copy XL.PUB.DISCvrr and SL.PUB.DISCvrr to the PUB groups of 
your compatibility mode application accounts, except for 
QUERY.PUB.SYS. 
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Appendix D: Converting from a previous 
version 3 

The following sections contain information about converting databases 
from version 3, including: 

� For direct TurboIMAGE access, discussed next. 

� For environment catalog access 

For direct TurboIMAGE access 
1.   Log on as the database creator.  

 

If TPI is enabled, disable it before converting databases. After converting 
databases and moving the new XLOMNIDX to PUB.SYS, re-enable TPI. 

2.   Run OmniUtil by entering the following statement at a system 
prompt: 

RUN OMNIUTIL.PUB.DISCvrr 

After the OmniUtil program banner and Main Menu appear, follow 
these steps to select a menu option or button, highlight it with your 
cursor keys and press [Return]: 

3.   Select 1. Index Installation and Maintenance. From the Index 
Installation submenu, select 6. Convert Previous Version's 
Indexes. 

4.   OmniUtil prompts you for a database. Either enter the name of a 
database, or press [F2] and select a database from the pick list that 
OmniUtil displays. 

5.   When you select a database, OmniUtil tells you that it is opening the 
specified database. When the database is open, OmniUtil presents 
you with two conversion options: 

 
22   OMNIDEX Server Setup Guide for HP3000 MPE/iX Operating System 



      OMNIDEX Server Setup Guide for MPE/iX 
 

 
OMNIDEX Server Setup Guide for HP3000 MPE/iX Operating System    23  

1. Convert Indexes Now 
2. Create/Stream Convert Job 
3. Return to the Menu 

 
6. If you select 1. Convert Indexes Now, OmniUtil asks, Do you 

want to convert existing indexes? Select (Yes) to update 
your current installation. Wait until OmniUtil tells you that it is 
finished, then proceed to step 7. 

—   or — 

If you select 2. Create/Stream Convert Job, OmniUtil prompts 
you for the passwords necessary to stream the job. Then, it presents 
three more options: 

1. Stream the job file 
2. Save the job file 
3. Stream AND Save the job file  

If you choose to stream the job, OmniUtil prompts you for MPE 
STREAM command parameters. If you choose to save the job in a 
file, OmniUtil creates a file named for the database, plus the letters 
"CV" in the group where the database resides. If you choose to 
stream and save the job, OmniUtil prompts you for MPE STREAM 
command parameters, then asks if you want to create a job file from 
the job it is about to stream. If you select (Yes), OmniUtil creates a 
file named for the database, plus the letters "CV" in the group where 
the database resides. 

For example, the conversion job file for a database named SALES in 
a DEMODB group is SALESCV.DEMODB.dbacct. 

7. If you selected option 1 (in step 6 above) to convert the indexes, you 
must populate (load) them. After it converts your old indexes, 
OmniUtil displays this menu: 

1. Populate All Indexes Now 
2. Create/Stream Indexing Job 
3. Set Index Buffer Size 
4. Return to the Menu 

To load the indexes immediately and online, select 1. Populate 
All Indexes Now. To create an indexing job, and optionally 
schedule or stream it, select 2. Create/Stream Indexing Job. 
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If you selected option 2 (in step 6 above) to convert the indexes, they 
are automatically loaded when you stream the conversion job. 

Your database is now ready to be accessed by the latest OMNIDEX 
intrinsics. 

For environment catalog access 
If you are updating your OMNIDEX software from a previous version, 
please note that you must perform the following steps to update any 
OMNIDEX environment catalogs: 

1.   Recompile all OMNIDEX environment catalog source files  
(created in "Step 4: Creating installation jobs and environment 
source files") using the newest version of OACOMP. For 
example: 
RUN OACOMP.OA.DISCvrr;INFO=“ORDERSES ORDERSEC” 

In this example, ORDERSES represents the environment source 
file and ORDERSEC represents the compiled environment file’s 
name. 

2.   Reinstall OMNIDEX keys on all environment catalogs. Simply 
change each job file (created in "Step 4: Creating installation jobs 
and environment source files") to run the newest version of 
DBINSTAL. All installation job files must reference  
DBINSTAL.PUB for the job to stream successfully.  

3. Reindex the reinstalled environment catalogs using the newest 
version of DBINSTAL. 
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Licensing information 

 

You must enter the information below through SETUP to license OMNIDEX. Be 
sure to enter this information exactly as it appears on the sticker. Enter upper 
case letters (like G) as such and lower case letters (like g) as such. If any of the 
information is incorrect, contact DISC for a new set of codes.  

 

 

 

 

 

 

 

 

 

 

 

 

Version 3.08 can successfully continue functioning with 3.04, 3.05, 3.06 
and 3.07 OMNIDEX registry files.  Do not replace the ODXREG.PUB.SYS 
with anOMNIDEX version 3.08 registry until you are prepared to 
abandon your previously licensed version. 

 

You may parallel license by placing your Omnidex registry file into the 
PUB group of your new DISC account, commonly DISC308.  Direct your 
new software to this registry file with theis statement: 

setvar omnidex_reg ‘odxreg.pub.disc308’ 
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